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	 	 	  		Silicon Carbide
             
	  	 	  	
				Silicon carbide, mainly consisting of SiC, also known as carborundum, is a hard chemical compound containing silicon and carbon.
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	 	 	  		Rare Earth Alloy Wear-Resistant Pipe
             
	  	 	  	
				Rare earth alloy wear-resistant pipe has the characteristics of fast velocity and high flow rate. 
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	 	 	  		Ceramic Sleeve Lined Pipe
 				            
	 	 	  	
				The ceramic sleeves lined pipe as a whole part, and then assemble it into the steel pipe with our high-strength-temperature-resistant epoxy adhesive.

	 	 	

	 	

	 

	 
	 
	 
	 	
	 	 	
	 	 	  	
	 	 	  		[image: Ceramic Tile Lined Pipes]
	 	 	  	 
	 	 	 

	 	 	
	 	 	  	
	 	 	  		Ceramic Tile Lined Pipes
 
					
	 	 	  	
				  Ceramic tile lined pipe and Bend are cast with mold vanishing vacuum suction casting cladding process.
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	 	 	  		Cast basalt

				
					 Cast basalt is a kind of silicate crystalline material after producing and processing
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	 	 	  		Ceramic lined pipe

				 
	 				Ceramic lined pipe is made through self-propagating high-temperature synthesis (SHS) technique.
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	 	 	  		Bimetal Clad Pipe
             
	  	 	  	
				Bimetal clad pipe is cast with mold vanishing vacuum suction casting cladding process.
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	 	 	  		Tubes Erosion Shields
             
	  	 	  	
				Tubes Erosion Shields are used to protect boiler tubing from the highly erosive effects of high temperatures.
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	 	 	  		UHMWPE Pipes
             
	  	 	  	
	             UHMWPE is well suited for pipe applications that demand high abrasion resistance combined with low friction. 
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	                 Double-tube conveying
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			Welcome to Sunny Steel Enterprise Ltd.

			Sunny Steel is a global well-known high-quality abrasion-resistant pipes and fittings supplier, specializing in cost-effective solutions to wear problems by supplying high-tech materials such as ceramic, cast basalt and rare earth alloys.

			Custom-made

			We use the advanced tools and technology to meet the varied requirements of pipes and tubes for the food processing industry, chemical industry, brewing industry, the pharmaceutical industry, cement industry, oil & gas industry, refineries, and water desalination.

			Get touch	
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					We Care for your Valves.

				 
                Performance. Quality. Long Life. Price Value.
 That’s why SunnySteel is at the Heart of Valves.
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				ASTM A213 T12
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				ASTM A213 T91
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				ASTM A213 T5b
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				ASTM A335 P91
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				ASTM A335 P9
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				ASTM A333 Grade 6
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				ASTM A333 Gr. 8
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				EN 10216-2
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				Alloy U tubes
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                Ceramic lined pipe
              

              
                Ceramic lined pipe is made through self-propagating high-temperature synthesis (SHS) technique.
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                Cast basalt lined steel pipe
              

              
               Cast basalt lined steel pipe is composed by lined with cast basalt pipe, outside steel pipe and cement mortar filling between the two layers.
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                Ceramic Tile Lined Pipes
              

              
                Ceramic tile lined pipes have very uniform coating of specially formulated ceramic material that is affixed to the inner of the pipe.
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                Rare earth alloy wear-resistant pipe
              

              
                The material of the rare earth alloy wear-resistant pipe is ZG40CrMnMoNiSiRe, which is also the grade of rare earth alloy steel.
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                Tubes Erosion Shields
              

              
                Tubes Erosion Shields are used to protect boiler tubing from the highly erosive effects of high temperatures and pressures thereby greatly extending tube life.
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                ASTM A213 T91 Alloy Tube
              

              
               The ASTM A213 T91 seamless tubes are primarily used for boiler, superheater, and heat-exchanger.
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            Add.: South Yanggao Rd no.2875, Shanghai, China

            Tel.:+86 21 3378 0199

            E-mail: sales@sunnysteel.com 
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            Our team

			Our team is highly trained and experienced in servicing and producing all types of steel supplies.
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